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B� NG BÁO GIÁ 
CAMERA AVTECH  

                                 
                                     Kính g� i :            Quý Khách ! 
 

������Công ty TNHH TM & DV Truy� n Hình Vi� t Nhân trân tr� ng g� i �� n quý khách b� ng báo giá thi� t 
b� Camera và �	 u ghi hình AVTECH  (Nh
 p kh� u t�  
 ài Loan) nh�  sau:      

    I.B� NG GIÁ CAMERA:                                                                   
 VT: USD                                                                              
  

�

STT TÊN HÀNG HÌNH � NH �� C TÍNH SL 
 

�� n Giá  

01 Camera 
  AVP- 322 

 

NTSC or PAL, 1/4" SONY Color Super HAD CCD image 
sensor, 768(H)*494(V)<NTSC> / 

752(H)*582(V)<PAL>,480TV lines, 0.3 Lux / F1.6, Focal 
Length f3.9 mm ~ f85.9 mm, F-number F1.6 (Wide) ~ 3.7 
(Tele), Viewing Angle 4°~ 60°, Pan Speed 360°/ 1 sec, Tilt 

Speed 0°~ 90°under 1 sec, 22X optical zoom, DC12V - 1.5A 

01 b�  
      558 
 
 
 

02 

Camera  
AVP- 325 

New 
Speed Dome 

 

AVP325 1/4" SONY H.R. Color Speed Dome Camera (with / 
22X Zoom, Intelligent Auto Tracking Function),480TV Line, 

0.3Lux/F1.6, 
Video Output:1.0Vp-p.75 � , 

Focal Length f3.9mm� f85.9mm, 
PanRangge 360o, Pan Speed 360o/1sec 

Auto Foocus: Manual/Auto, TiltRange: 90o, 
Tilt Speed: 0-90o, Aoom Ratio: 22X optical zoom. Power 

Source: DC 12V ± 10%. 
Ambient Operraing Temperature: -20oC � 50oC. 

01 
B�  636 

03 IP Camera 
  AVI- 201 

 

1/3.6" SONY Color Super HAD CCD image sensor, 
738(H)x480(V) NTSC:30, PAL:25, 1 Lux / F2.0,  Viewing 

Angle 80°, Lens f3.6, 12VDC, 0.2A 
01 87.6 

 04 IP Camera 
AVI- 202 

 

1/3.6" SONY Color Super HAD CCD image sensor, 
738(H)x480(V) NTSC:30, PAL:25, 480TV Lines, 1 Lux / 

F2.0 (10m IR ON),  Viewing Angle 80°, Lens f3.6, 12VDC, 
0.5A,  Audio 

01 128.4 

05 

IP Camera 
AVI- 203 

 

Image Sensor 1/3” CCD image sensor Pixels 
NTSC: 512(H) x 492(V) / PAL: 512(H) x 582(V) 
Lens f4.6mm F-number F1.9 Viewing Angle60° 
Shutter Speed 1 / 60 (1/50) to 1 / 100,000 sec. 

IR LED, Min Illumination 0 Lux (11m `IR ON) 

01 145.2 

06 

CAMERA  
IP  

AVN-212 

Indoor  
  

Image Sensor 1/3” CCD image sensor , 
Video / Audio,H.264 / MPEG4 / MJPEG 

Support 3GPP mobile surveillance 
Audio Compression:ULaw, 128kbps 

Audio Input,Built-in Microphone, External Microphone 
Input,Audio Output,Pixels NTSC: 768(H) x 494(V) / PAL: 

752(H) x 582(V), 
 Lens f4.6mm,F-number F1.9,  

Viewing Angle 60°, Shutter Speed 1/60 (1/50)  

01 136.8 

�

�
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07 

 
 
 
 
 
 

Camera IP 
H� NG NGO	 I 
AVN – 252 

Outdoor   
� Ã CÓ M� T  T	 I 

VI 
 T NAM 

Image Sensor1/3", 520TVLNetwork 
Compression:H.264, LAN Port:YES, LAN 

Speed:10/100 Based-T Ethernet, Frame Rate:NTSC: 
30, PAL: 25, HR color CCD image sensor,0.3 Lux / 

F1.4, 0 Lux (IR ON),Electronic Shutter,1/60 (1/50) to 
1/100,000 sec.Lens:f6.0mm,Lens Angle:48°,IR 

LED:56 units,IR Effective Range,Up to 40 
meters,Smart Light Control:YES,White 

Balance:Auto,IRIS Mode:AES,IP Rating:IP67,Power 
Source (±10%),DC12V , Remote Control:YES 

01 206.4 

08 
Camera  

H� NG NGO	 I 
AVK- 563 

 
� Ã CÓ M� T T	 I 

VI 
 T NAM          

Pick up Element 1/3" HR color CCD Resolution:520 
TV lines, 

Minimum illumination:0.15 
Lux F1.4, 0 Lux (IR ON), 

IR LED:56 unit, 
IR Effective Range:40 meters, 

Lens:f4.0mm ~f9.0mm 
Lens Angle:75° �  36°,Smart Light, 
Smart zoom,White Balance:ATW, 
IRIS Mode:AES,IP Rating:IP67, 

Power Source (±10%):AC100V ~ 240V 
 

01 206.4 

09 
Camera  

H� NG NGO	 I 
AVM- 208B 

 

1/3" SONY Color Super HAD CCD image sensor, 
768(H)x494(V) <NTSC> / 752(H)x582(V) <PAL>, 

480TV Lines, 0.36 Lux / F1.2 (IR LED OFF), 40m (f6mm), 
102 IR LED , Lens Angle 56°, IR LED Control Smart Light 

Control, 240V ± 10%; AC24V 

01 211.2 

10 

Camera  
H� NG NGO	 I 

AVC – 
547Z/452 

 

 

1/3" HR color CCD image sensor 
771(H) x 492(V) <NTSC> /753(H)x 582(V) <PAL> , 

500TVlines 0.6Lux / F2.0,  
LED 24, Lens 3.6mm 

01 62.4 

11 

Camera  
Thân dài 

AVC–548Z 
 

 

1/3" HR color CCD image sensor, 771(H) x 492(V) <NTSC> 
/ 753(H) x 582(V) <PAL>,500 TV lines, 0.6 Lux / F2.0 01 55.2 

12 
Camera 
Thân dài 

AVC-568Z 
 

1/3" SONY Super HAD Color CCD image sensor 752(H 
582(V) <PAL> / 768(H) x 494(V) <NTSC> 

540 TV lines, 0.25Lux / F1.2 
01 104.4 

 
13 
 

 
Camera  
Thân dài 

KPC-131ZEP 
 

 

���������	
	����
�����������	��
420 TV lines, 0.5 Lux / F2.0 

01 43.2 

14 

Camera  
Dome th�� ng 
KPC-122ZBP 

 
 

1/3’’ standard resolution color CCD image sensor 
512(H)x582(V)<Pal>, 350 TV Line, 0.6 lux /f 2.O, 
f 3.6mm/F2.0, Lens angle 70,DC 12V-100mA 

01 22.8 

15 
Camera  

Dome th�� ng 
KPC-132ZP 

 

1/3" Color CCD image sensor, 512(H) x 492(V) <NTSC> / 
512(H) x 582(V) <PAL>, 420 TVL, 

0.4 Lux/ F2.0 
01 26.4 

�

�
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16 
Camera 

 Dome th�� ng 
KPC-132ZEP 

 

1/3" H.R. color CCD image sensor 
771(H) x 492(V) <NTSC> / 753(H) x 582(V) <PAL>, 520 

TVL, H.R, Lens 3.6mm 
01 34.8 

17 
Camera  

KPC-133ZADP 
Dome  

H� NG NGO	 I 

 
1/3" color CCD image sensor 

512(H) x 492(V) <NTSC> / 512(H) x 582(V) <PAL>,420 

TVL, 14 led units. Up to 10 meters, 

0.4 Lux/ F 2.0(Iron),Lens 3.6mm,  

Lens Angle 92.6°, 

01 36 

18 
Camera  

KPC-133ZDP 
Dome  

H� NG NGO	 I  

 

1/3" color CCD image sensor 

512(H) x 492(V) <NTSC> / 512(H) x 582(V) <PAL>,420 

TVL, 21 led units. Up to 15 meters 

0.4 Lux/ F 2.0, Lens 3.6mm,  

Lens Angle 92.6°, 

01 37.2 

19 
Camera  

KPC-133ZEP 
Dome 

 H� NG NGO	 I 

 

1/3" H.R. color CCD image sensor, 771(H) x 492(V) 

<NTSC> / 753(H) x 582(V) <PAL>, 

 520 TVL, High Resolution,21 led units.  

Up to 15 Meters, 0.4 Lux/ F 2.0 

01 45.6 

20 

Camera  
H� NG 
NGO	 I 

KPC-143ZCP 

 

1/3" HR color CCD image sensor, 771(H) x 492(V) <NTSC> 
/ 753(H) x 582(V) <PAL>, 

520 TV lines 
0.3 Lux / F2.0, 0 Lux (IR ON) 

21 units led, Up to 15 meters,   lensf6.0mm / F2.0, lens angle 
54° 

01 46.8 

21 
Camera 

H� NG NGO	 I 
KPC-136ZDT 

 

/3" color CCD image sensor, 512(H) x 492(V) <NTSC> / 
512(H) x 582(V) <PAL>,420 TVL, Up to 15 Meters, 21 Led 01 39.6 

22 
Camera  

H� NG NGO	 I 
KPC-136ZET 

 
 

1/3" H.R. color CCD image sensor, 771(H) x 492(V) 
<NTSC> / 753(H) x 582(V) <PAL>, 

520 TVL, High Resolution, Up to 15 Meters, 
 0.4 Lux/ F 2.0, 21 Led 

01 52.8 

23 
Camera  

H� NG NGO	 I 
KPC-138ZDT 

 
 

1/3’’ Color CDD, 512(H) x 492(V) <NTSC>  
 512(H) x 582(V) <PAL> 

420TVL, 0.4Lux / F2.0, 0Lux (IR ON) 
21 unitsUp to 15 Meters, f3.6mm / F2.0 

 

01 43.2 



����������	��
����	
������������������������������
�� ������������������� ��!�"������#��
�$�%&'()'��!*)� ��+�
�� , �
�

24 
Camera  

H� NG NGO	 I 
KPC-138ZET 

 

 

1/3" H.R. color CCD image sensor, 512(H) x 492(V) 
<NTSC> / 512(H) x 582(V) <PAL>, 

500 TVL, Lens f3.6mm/F2.0, Lens Angle 92.6°,  
Up to 15 Meters, 21Led 

01 55.2 

25 
Camera  

H� NG NGO	 I 
KPC-139ZDP 

 

 

1/3" Color CCD image sensor 
512(H)X492(V) <NTSC> / 512(H) x 582(V) <PAL> 

Standard 0.2 Lux / F2.0, 0Lux (IR ON) 
35 units 25 Meters 

01 54 

26 
Camera  

H� NG NGO	 I 
KPC-139ZEP 

 

 

1/3" Color CCD image sensor 
512(H)X492(V) <NTSC> / 512(H) x 582(V) <PAL> 520 

TVL 0.3 Lux / F2.0, 0Lux (IR ON) 
35 units. 25 Meters 

01 60 

27 

 
 
 

Camera 
H� ng ngo
 i 

KPC–148ZEP 

 

1/3’’HR color CCD image sensor 768(H) x 
494(V)<NTSC>/752(H)x582(V)<PAL>, 
520 TV Line. 35 Led, Up to 35 meters. 

Lens f6.0mm/F2.0, lens angle 540 
 

01 69.6 

28 
Camera  

H� NG NGO	 I 
KPC149ZHP 

 

1/3" HR color CCD image sensor 
520 TV lines, 0.1 Lux / F2.0, 0 Lux (IR ON), 56 
units, Up to 40 meters, 1/60 (1/50) to 1/100,000 
sec. 54°DC12V / 1A, f6.0mm / F2.0.Day and 

night features for 24-hour surveillance 

01 79.2 

29 
Camera  

Dome th�� ng 
KPC-252ZP 

 

1/3" Color Sony image sensor 
420 TV lines, 0.5 Lux / F2.0, f3.6mm / F2.0  

 lens angle 90
 DC 12V, 70mA 
01 32.4 

30 
Camera  

H� NG NGO	 I 
AVC – 667Z 

 

1/3" SONY  image sensor, 
771(H) x 492(V) <NTSC> / 753(H) x 582(V) <PAL>, 

350 TV lines, 1 Lux / F2.0, Lens 6.0mm / F2.0, Lens Angle 
54°, DC 12V – 90Ma, 12Led 

01 64.8 

31 
Camera  

Dome th�� ng 
KPC 142ZCP 

 

1/3" H color CCD image sensor 
771(H) x 492(V) <NTSC> / 753(H) x 582(V) 

<PAL>.520 TV lines, Lens angle 54° 
0.3 Lux / F2.0, lens f6.0mm / F2.0 

01 39.6 

�
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II.B � NG GIÁ 
� U GHI :                                         
 VT: USD 

STT 
 TÊN HÀNG HÌNH � NH �� T TÍNH SL 

�� N GIÁ 

 

01 

�� U GHI   
KPD–674ZA 
4 Kênh.H.264 

(Remote, Mouse 
Control) 

Xem qua 
� T Iphone 

Xem qua � T IPHONE  
Video System: NTSC / PAL (auto detection) 
,Video Compression Format : H.264 ,Video 

Input:4 channels (composite video signal 1 Vp-p 
75�  BNC), Video Output (BNC), 4 audio 

inputs, 1 audio output (Mono) ,Accommodates 1 
SATA HDD (capacity up to 2TB) ,SATA 

Interface, VGA Interface,USB Mouse Control: 
YES,Backup Device:USB 2.0 flash drive / 

Network,IR Remote Control,Picture Zoom:2X 
digital zoom,PTZ   

Daylight Saving ,YES,Power DC 19V , 
Power Consumption (±10%) � 42W 

01 165.6 

02 
�� U GHI   
AVC–793Z 
4 Kênh.H.264 

 (Remote) 

Xem qua � T IPHONE  

 

NTSC / PAL (auto detection) H.264,Call 
Monitor: For sequence display,Video Output 

(VGA),Built-in VGA interface for LCD 
monitor,Audio Input / Output:4 audio inputs,  

1 audio output (Mono),1 SATA HDD (capacity 
up to 2TB),SATA Device,USB 2.0 flash drive / 

Network / DVD  
(Remote Event Trigger Recording) 

IR Remote Control,(IR receiver built-in) 
Picture Zoom: 2X digital zoom,PTZ Control 
4 inputs, 1 output,Supports up to 6 letters, 

Video Adjustable 
Power:42W, DC 19V, 

01 198 

03 

 
�� U GHI   

AVC–796ZA 
8 Kênh 

H.264Network 
DVR 

(Remote) 
 

 
 

XEM QUA � I 
 N 
THO	 I IPHONE  

 
 

NTSC / PAL (auto detection)H.264, 
Video Input:8 Channels. Composite video 
signal 1 Vp-p 75�  BNC,Video Loop Out:8 

Channels. HDD Type:SATA.��������
���� ��

HDD Up to 2 HDDs,�����
�������	����
	����

�������� �����	���!  

Audio I/O4 audio-in, 2 audio-out (Mono) 
Deletes HDD data efficiently (2 seconds) 

Backup Device:(1) USB Flash Drive; 
"�#���������	���	
$�%&�'�����
�(		��

01 438 

32 
Camera  

Dome th�� ng 
KPC 151ZAP 

�������   

1/3" color CCD image sensor 
512(H) x 492(V) <NTSC> / 512(H) x 582(V),<PAL>, 

resolutions: 350TV lines,  
lens angle 75°~36°, 0.3 Lux / F2.0, les f4.0mm ~f9.0mm / 

F2.0 (F1.4 / F2.8 changeable) 

01 56.4 

33 
Camera  

Dome th�� ng 
KPC 152ZAP  

1/3" HR color CCD image sensor 
771(H) x 492(V) <NTSC> / 753(H) x 582(V)<PAL>,520 TV 

lines, lens angle 75° ~ 36° 0.3 Lux / F2.0, lens f4.0mm ~ 
f9.0mm /F2.0 (F1.4 / F2.8 changeable), 

01 

 
 
 

78 
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04 

�� U GHI  
AVC-798ZA 

16 Kênh 
H.264Network 

DVR 

    (Remote) 

XEM QUA � I 
 N 
THO	 I IPHONE  

 

         NTSC / PAL (auto detection)H.264, 
Video Input:16 Channels. video signal 1 
Vp-p 75�  BNC,Video Loop Out:16CH 

HDD Type:SATA.���'�	��������������
HDD Up to 2 HDDs,�����
�������	����

	����

�������� �����	���! , 
Audio I/O4 audio-in, 2 audio-out 

Deletes HDD data efficiently (2 seconds) 
Backup Device:(1) USB Flash Drive; 

"�#���������	���	
$�%&�'�����
�(		�  

01 480 

05 

�� U GHI  
KPD–677A 
08 Kênh H.264 

H�  Tr�  Ph� n M� m 
Ti� ng Vi� t 
(Remote) 

 
 
 

 

NTSC / PAL (auto switchab)H.264, 
Video Input, 8 channels, 4 audio 
inputs, 1 audio output (Mono),  

Accommodates 2 SATA HDDs (1 
HDD capacity up to 2TB),  

Backup Device:USB 2.0 flash drive / 
Network, Picture Zoom:2X digital 

zoom, PTZ Control:YES,  

Operating Temperature: DC 19V, 10�  

~ 40�  (50� ~104� ) 

01 308.4 

06 

�� U GHI  
KPD–679Z 
16 Kênh H.264 

H�  Tr�  Ph� n M� m 
Ti� ng Vi� t 
(Remote) 

 
 
 

 

NTSC / PAL (auto switchab)H.264, 
Video Input, 16 channels, 4 audio 

inputs, 
 1 audio output (Mono),  

Accommodates 2 SATA HDDs (1 
HDD capacity up to 2TB),  

Backup Device:USB 2.0 flash drive / 
Network, Picture Zoom:2X digital 

zoom, PTZ Control:YES,  
Operating Temperature: DC 19V, 

10� ~40�  

01 342 

01 �  c	 ng Seagate 1.000G (SATA) 
 

01 

02 �  c	 ng Seagate 1.500G (SATA) 
 

01 

03 Adaptor 12V(850mA) 

 

01 

04 Adaptor 12V(1000mA) 

 

01 

05 Lens 2.8mm  01 

06 Lens 4mm, 6mm, 8mm, 12mm  01 

07 Lens 2.1mm 
 

01 

08 Iris 3.5mm – 8mm  01 

�

�
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09 Lens auto Iris 2.8mm – 12mm  01 

10 Lens 25 mm 
 

01 

11 Jack BNC  01 

13 C� ng VGA01  01 

15 REMOTE KPD -(604 / 608/ 616)  01 

16 Bàn khi� n AVTECH AVP – 101 
Sub, DC12V 

 
01 

17 REMOTE AVC- (785 / 787)  01 

18 Lens 50 mm  01 

19 Lens zoom 6-60mm nh�  
 

01 

20 Lens t�  �� ng 6-60mm A  01 

21 Chân nhôm TS 601D  01 

22 Chân nh� a vuông tròn  01 

23 Chân Inox nh�  301 
 

 

24 ��  xoay 4 chi� u SP 301D  01 

25 B�  khi� n xoay+ zoom 309  01 

26 H� p che m� a l� n 804(có c� m � ng)  01 

27 Adaptor AVC 760  01 

28 Adaptor �� u ghi 19V  01 

      Ghi chú : 
       
 i� u ki� n th�� ng m� i: 
- Thi� t b� ��� c b� o hành 12 tháng. 
- Th� i gian giao hàng: trong ngày t� i Tp.H	  Chí Minh (hàng có t� i kho) . 
-     Quý khách có nhu c
 u v�  Catologue b� n g� c hay s� n ph
 m Demo xin liên h�  tr� c ti� p t� i : �
�����������������������������Công Ty TNHH TM DV Truy� n Hình Vi� t Nhân  
              
 C : 2C Nguy� n Th� Minh Khai, P. 
 aKao, Q.1,TP. H�  Chí Minh 
-     M� i chi ti� t xin vui lòng liên h�  PKD :        
      MS : Nguy� n Th� Ph�� ng 
   Nguy� n Kim Chi 
      
 T    :    (08) 3822 1932  
      Fax   :   (08) 3910 4112 
       D
     :    0938 736 579 
       Email  : sales@vietnhan.com.vn 
        mailto:info@vietnhan.com.vn 
      mailto:tamvn@vietnhan.com.vn   
- ��  bi� t thêm chi ti� t xin quý khách vui lòng truy c� p Website : http://vietnhan.com.vn 

               http://commax.vn 
       ( ��  download b� ng báo giá các thi� t b�). 
 

 Tp.HCM, ngày 15  Tháng 08 n� m 2010 


